	Monthly Body Harness and Lanyard Inspection Report

	Inspector:
	Date:

	Job Name:
	Location:

	Instructions:

1. All parts of the body harness and its attachments must be inspected for wear and damage.

2. This “(” symbol is for YES or OK.                              This “X” symbol is for NO or REPLACE.

3. Inspect and document monthly.
4. Maintain the completed inspection report so that it’s readily available to the safety representative.


	Harness Webbing

and/or Leather
	All Stitching
	Rivets & Eyelets
	D-Ring(s) & Buckle(s)

if applicable
	Lanyard & Deceleration Device
	Hook Safety Latch
	Certification or Data Tag
	Personally Owned

Body Harness

	Employee Name
	Employee ID Number
	Manufacturer’s Serial Number
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	

	Submitted By:

	Company
	Print Name
	Signature
	Date

	[Insert Company Logo]


	
	
	


